Moulded Case Circuit Breaker Range 16A to 160A, GE-Frame

* GE-Frame MCCBs available in four breaking capacity ranges;
18kA, 25kA, 40kA & 70kA.

e Current ratings 16A to160A.
» Userfitted, front fitting accessories.
*New design around space-saving footprint.

* Currentlimiting action provides for low values of let-through energy.

MCCB Description 18kA Range 25kA Range 40kA Range 70kA Range
1-pole 2-pole 3-pole 1-pole 3-pole 4-pole (TPSN) 3-pole 4-pole (TPSN) 3-pole 4-pole (TPSN)
Utilisation Category A A A A A A A A A A
Impulse Withstand Voltage |6kV 6kV 6kv 6kV 6kV 6kV 6kv 6kV 6kV 6kV
Thermal Trip Fixed Fixed Fixed Fixed Fixed Fixed Adjustable Adjustable Adjustable Adjustable
08to1xIn 08to1xIn 0.8to1xIn 08to1xIn
Magnetic Trip 16Ato40Afixed 16Ato40Afixed 16Ato40Afixed | 16Ato40Afixed 16Ato40Afixed 16Ato40Afixed |16Ato40Afixed 16Ato40Afixed | 16Ato40Afixed 16Ato40Afixed
at500A at500A at500A at500A at500A at500A at500A at500A at500A at500A
Others fixedat ~ Othersfixedat Others fixedat | Others fixedat Others fixedat ~ Others fixedat | Others fixed at Others fixed at Others fixedat ~ Others fixed at
10xIn 10xIn 10xIn 10xIn 10xIn 10xIn 10xIn 10xIn 10xIn 10xIn
BREAKING CAPACITY IEC60947-2/BSENG0947-2 (AC 50/60HZ)
380-415VAC  lcu(kA) |18 18 18 2% 25 2% 40 40 70 70
les(kA) |14 14 14 13 13 13 40 40 35 35
220-240VAC  lcu(kA) (25 25 25 35 35 35 85 85 100 100
les(kA) |13 13 13 18 18 18 43 43 50 50
250VDC lcu (kA) 15 15 25 25 35 35 42 4
les (KA) 8 8 13 13 35 35 42 42
MCCBs List Number
Current Rating (A) Box Clamp Type Terminals
16A GEB1016FFG GEB2016FFG =~ GEB3016FFG GEE1016FFG GEE3016FFG GEE4016FFG
20A GEB1020FFG GEB2020FFG ~ GEB3020FFG GEE1020FFG GEE3020FFG GEEA4020FFG GES3020AFG GES4020AFG GEH3020AFG GEH4020AFG
32A GEB1032FFG GEB2032FFG =~ GEB3032FFG GEE1032FFG GEE3032FFG GEEA4032FFG GES3032AFG GES4032AFG GEH3032AFG GEH4032AFG
40A GEB1040FFG GEB2040FFG ~ GEB3040FFG GEE1040FFG GEE3040FFG GEEA040FFG GES3040AFG GES4040AFG GEH3040AFG GEH4040AFG
50A GEB1050FFG GEB2050FFG =~ GEB3050FFG GEE1050FFG GEE3050FFG GEEA050FFG GES3050AFG GES4050AFG GEH3050AFG GEH4050AFG
63A GEB1063FFG GEB2063FFG =~ GEB3063FFG GEE1063FFG GEE3063FFG GEE4063FFG GES3063AFG GES4063AFG GEH3063AFG GEH4063AFG
80A GEB1080FFG GEB208OFFG =~ GEB3080FFG GEE1080FFG GEE3080FFG GEE4080FFG GES3080AFG GES4080AFG GEH3080AFG GEH4080AFG
100A GEB1100FFG GEB2100FFG ~ GEB3100FFG GEE1100FFG GEE3100FFG GEE4100FFG GES3100AFG GES4100AFG GEH3100AFG GEH4100AFG
125A GEB1125FFG GEB2125FFG =~ GEB3125FFG GEE1125FFG GEE3125FFG GEE4125FFG GES3125AFG GES4125AFG GEH3125AFG GEH4125AFG
160A GES3160AFG GES4160AFG
Circuit Breaker Switches (with high ic trip, will trip above 1700A)
Current Rating (A) 3-pole 4-pole (TPSN)
100A GEK3100KSG GEK4100KSG
125A GEK3125KSG GEK4125KSG
160A GEK3160KSG GEK4160KSG
Terminal Capacities 70mm? 70mm? 70mm** 70mm* 70mm** 70mm?* 70mm?* 70mm?* 70mm** 70mm**
(max)
Dimensions (mm)
) 5 A | 254 50.8 76.2 254 76.2 101.6 76.2 101.6 76.2 101.6
N E}] B | 140 140 140 140 140 140 140 140 140 140
- ] C |704 704 704 704 704 704 704 704 704 704
D |920 92 92 92 92 92 92 92 92 92
Weight (kg) 05 09 14 0.5 14 18 14 18 14 18

All GE-Frame MCCBs can be supplied with 50°C ambient calibration. To order, insert
V atthe end of the listnumber eq. GEB1125FFGV or GEH4125AFGV

*120mm’ capacity extension terminals available :
List No 3TA160EFK (3 terminals with terminal shield)
List No 4TA160EFK (4 terminals with terminal shield)




