Moulded Case Circuit Breaker Range 50A to 250A, GJ-Frame

*GJ-Frame MCCBs available in two breaking capacity ranges;

40kA & 70kA.

» Choice of thermal/magnetic or electronic trip units.

» Userfitted, front fitting accessories.

*New design around space-saving footprint.

*Currentlimiting action provides for low values of let-through energy.

p RMS 310 LSI) Range

Thermal Magnetic Trip Unit Range Electronic Trip Unit (Digitri|
MCCB Description 40kA Range 70kA Range 40kA Range
3-pole 4-pole (TPSN) 3-pole 4-pole (TPSN) 3-pole 4-pole (TPSN)
Utilisation Category | A A A A A A
Impulse Withstand | 8kV 8kV 8kV 8kV 8kV 8kV
Voltage
Thermal Trip Adjustable0.8to1xIn  Adjustable 0.8to 1xIn | Adjustable0.8to 1xIn  Adjustable 0.8to 1xIn | Adjustable0.5to 1xIn  Adjustable0.5to 1xIn
M ic Trip Adjustable5to10xIn  Adjustable5to10xIn | Adjustable5to10xIn  Adjustable5to10xIn | Adjustable2to14xIn  Adjustable2to 14xIn
BREAKING CAPACITY IEC60947-2/BSEN60947-2 (AC 50/60HZ)
660-690V AC Icu(kA)| 12 12 14 14 12 12
les(kA) | 6 6 7 7 6 6
380-415VAC Icu(kA)| 40 40 70 70 40 40
les(kA) | 40 40 70 70 40 40
220-240VAC Icu(kA)| 85 85 100 100 85 85
les(kA) | 85 85 100 100 85 85
250VDC lcu(kA)| 35 35 42 42
les(kA) | 35 35 2 42
MCCBs ListNumber
CurrentRating (A) Box Clamp Type Terminals
50A GJS305032G GJS405032G
80A GJS3080AAG GJS4080AAG GJH3080AAG GJH4080AAG
100A GJS3100AAG GJS4100AAG GJH3100AAG GJH4100AAG GJS310032G GJS410032G
125A GJS3125AAG GJS4125AAG GJH3125AAG GJH4125AAG
160A GJS3160AAG GJS4160AAG GJH3160AAG GJH4160AAG GJS316032G GJS416032G
200A GJS3200AAG GJS4200AAG GJH3200AAG GJH4200AAG
250A GJS3250AAG GJS4250AAG GJH3250AAG GJH4250AAG GJS325032G GJS425032G6
CurrentRating (A) Bolt Type Terminals
50A GJS305032M GJS405032M
80A GJS3080AAM GJS4080AAM GJH3080AAM GJH4080AAM
100A GJS3100AAM GJS4100AAM GJH3100AAM GJH4100AAM GJS310032M GJS410032M
125A GJS3125AAM GJS4125AAM GJH3125AAM GJH4125AAM
160A GJS3160AAM GJS4160AAM GJH3160AAM GJH4160AAM GJS316032M GJS416032M
200A GJS3200AAM GJS4200AAM GJH3200AAM GJH4200AAM
250A GJS3250AAM GJS4250AAM GJH3250AAM GJH4250AAM GJS325032M GJS425032M
Circuit Breaker Switches (with high magnetic trip, will trip above 2500A)
CurrentRating (A) Box Clamp Type Terminals
160A GJK3160KSG GJK4160KSG
200A GJK3200KSG GJK4200KSG
250A GJK3250KSG GJK4250KSG
CurrentRating (A) Bolt Type Terminals
160A GJK3160KSG GJK4160KSG
200A GJK3200KSG GJK4200KSG
250A GJK3250KSG GJK4250KSG
Terminal Capacities
Box Clamp Terminal
Capacity (max) 150mm? 150mm? 150mm? 150mm? 150mm? 150mm?
Bolt Type M8 M8 M8 M8 M8 M8
Terminal Size
Dimensions (mm)
i = A | 105 1356 105 1356 105 1356
R D B (1778 171.8 1778 177.8 1771.8 171.8
o ) C |874 874 874 874 874 874
D (118 18 18 18 18 18
Weight (kg) 52 7 52 7 52 7

70kA Range
3-pole 4-pole (TPSN)
A A
8kV 8kV
Adjustable 0.5to 1xIn  Adjustable0.5to 1xIn
Adjustable2to14xIn  Adjustable2to 14xIn
14 14
7 7
70 70
70 70
100 100
100 100
GJH305032G GJH405032G
GJH310032G GJH410032G
GJH316032G GJH416032G
GJH325032G GJH425032G
GJH305032M GJH405032M
GJH310032M GJH410032M
GJH316032M GJH416032M
GJH325032M GJH425032M
150mm? 150mm?
M8 M8
105 135.6
171.8 1718
874 874
18 18
5.2 7

Allthermal magnetic J-Frame MCCBs can be supplied with 50°C ambient calibration. To order, insert V at the end of the list number eq. GJS3250AAGV or GJH4250AAMV
Electronic trip J Frame MCCBs are suitable for 40°C or 50°C applications



