Moulded Case Circuit Breaker Range 250A to 630A, GL-Frame

* GL-Frame MCCBs Available in two breaking capacity ranges;
50kA & 70KA.

*Choice of thermal/magnetic or electronic trip units.
» Userfitted, front fitting accessories.
*New design around space-saving footprint.

*Currentlimiting action provides for low values of let-through energy.

Thermal Magnetic Trip UnitRange Electronic Trip Unit (Digitrip RMS 310 LSI) Range
MCCB Description 50kA Range 70kA Range 50kA Range 70kA Range
3-pole 4-pole (TPSN) 3-pole 4-pole (TPSN) 3-pole 4-pole (TPSN) 3-pole 4-pole (TPSN)
Utilisation Category A A A A A A A A
Impulse Withstand Voltage 8kV 8kV 8kv 8kV 8kV 8kV 8kv 8kV
Thermal Trip Adjustable0.8to1xIn  Adjustable0.8to1xIn | Adjustable0.8to1xIn  Adjustable08to1xIn | Adjustable0.5to1xIn  Adjustable05to1xIn | Adjustable0.5to 1xIn  Adjustable0.5to1xIn
Magnetic Trip Adjustable5to10xIn  Adjustable5to10xIn | Adjustable5to 10xIn Adjustable5to 10xIn | Adjustable2to8xIn Adjustable2to8xIn Adjustable 2to8x In Adjustable 2to8xIn
BREAKING CAPACITY IEC60947-2/BSEN60947-2 (AC 50/60HZ)
660-690VAC  Icu (kA) 20 20 25 25 20 20 25 25
lcs (kA) 10 10 13 13 10 10 13 13
380-415VAC  Icu(kA) 50 50 70 70 50 50 70 70
les (kA) 50 50 70 70 50 50 70 70
220-240VAC  Icu(kA) 85 85 100 100 85 85 100 100
les (KA) 85 85 100 100 85 85 100 100
250VDC lcu (kA) 2 22 42 42
Ics (kA) 2 22 42 42
MCCBs List Number
CurrentRating (A) Box Clamp Type Terminals
250A GLS3250AAG GLS4250AAG GLH3250AAG GLH4250AAG
320A GLS3320AAG GLS4320AAG GLH3320AAG GLH4320AAG
400A GLS3400AAG GLS4400AAG GLH3400AAG GLH4400AAG
500A GLS3500AAG GLS4500AAG GLH3500AAG GLH4500AAG
630A GLS3630AAG GLS4630AAG GLH3630AAG GLH4630AAG GLS363032G GLS463032G GLH363032G GLH463032G
CurrentRating (A) Bolt Type Terminals
250A GLS3250AAM GLS4250AAM GLH3250AAM GLH4250AAM
320A GLS3320AAM GLS4320AAM GLH3320AAM GLH4320AAM
400A GLS3400AAM GLS4400AAM GLH3400AAM GLH4400AAM
500A GLS3500AAM GLS4500AAM GLH3500AAM GLH4500AAM
630A GLS3630AAM GLS4630AAM GLH3630AAM GLH4630AAM GLS363032M GLS463032M GLH363032M GLH463032M
Circuit Breaker Switches (with high magnetic trip)
CurrentRating (A) Box Clamp Type Terminals
400A (willtrip above 4000A) | GLK3400KSG GLK4400KSG
630A (will trip above 6300A) | GLK3630KSG GLK4630KSG
CurrentRating (A) Bolt Type Terminals
400A (will trip above 4000A) | GLK3400KSM GLK4400KSM
630A (will trip above 6300A) | GLK3630KSM GLK4630KSM
Terminal Capacities
Box Clamp Terminal
Capacity (max) 240 mm? 240 mm? 240 mm? 240 mm? 240 mm? 240 mm2? 240 mm? 240 mm?
Bolt Type Terminal Size M10 M10 M10 M10 M10 M10 M10 M10
Dimensions (mm)
5 A 140 183 140 183 140 183 140 183
J B 2573 2573 2513 2513 25713 2513 25713 2513
L ' C 103.1 103.1 103.1 103.1 103.1 103.1 103.1 103.1
— . D 140 140 140 140 140 140 140 140
Weight (kg) 13 9.1 13 9.1 13 9.1 13 9.1

Allthermal magnetic L-Frame MCCBs can be supplied with 50°C ambient calibration. To order, insertV at the end of the listnumber eq. GLS3630AAGV or GLH4630AAMV
Electronic trip L Frame MCCBs are suitable for 40°C or 50°C applications




