(RS, BRSO R B DISTRIBUTION SYSTEM
RN SON SRV N SIS BREAKERS 16 TO 200A, F-FRAME

B Memshield 2 F frame MCCBs available in three ranges:
Standard, Standard Adjustable, Hi-break Adjustable

B Memshield 2 MCCB performance is assured through extensive design
& development in our own ASTA accredited test station

B Current limiting action of Memshield 2 MCCBs provides low values of
let-through energy

M Full information and time/current characteristics curves are available

MCCB DESCRIPTION STANDARD RANGE STANDARD ADJUSTABLE HI-BREAK RANGE
1 POLE 3 POLE 3 POLE 4 POLE 3 POLE 3POLE |4 POLE (TPSN)
A A A A A A A

Utilisation category

Impulse withstand voltage 8kV 8kV 8kV 8kV 8kV 8kV 8kV
Adjustment
Thermal Fixed Fixed 0.8-1.0In 0.8-1.0In Fixed 0.8-1.0In 0.8-1.0In
Magnetic Fixed Fixed 6.0-12.0In 6.0-12.0In Fixed 6.0-12.0In 6.0-12.0In
BREAKING CAPACITY IEC60947-2/BSEN60947-2 (AC 50/60 HZ)
690V AC Icu (kA) 12 12 12 12 14 14
Ies (kA) 12 6 6 6 7 7
480V AC Teu (kA) 20 25 25 25 45 45
Ics (kA) 20 13 13 13 22 22
400V AC/ Teu (kA) 25 25 25 45 65 65
440V AC Ics (kA) 25* 13 13 25* 33 33
380V AC Teu (kA) 30 30 30 50 70 70
Ics (kA) 30 15 15 25 35 35
220V AC/ Teu (kA) 25 40 40 40 60 80 80
240V AC Ics (kA) 19 40 20 20 30 40 40
250V DC Tcu (kA) 37 37 37 37 37 37
(

19 19 19 19 19 19
CURRENT RATING (A) LIST NO. LIST NO. LIST NO. LIST NO. LIST NO. LIST NO. LIST NO.

16A MFL161 MFL163 - MFH163 -

20A MFL201 MFL203 - - MFH203 - -

32A MFL321 MFL323 - - MFH323 - -

40A MFL401 MFL403 - - MFH403 - -

50A MFL501 MFL503 MFLA503 MFLA504 MFH503 MFHA503 MFHA504
63A MFL631 MFL633 MFLA633 MFLA634 MFH633 MFHA633 MFHA634
80A MFL801 MFL803 MFLA803 MFLA804 MFH803 MFHA803 MFHA804
100A MFL1001 MFL1003 MFLA1003 MFLA1004 MFH1003 MFHA1003 MFHA1004
125A MFL1251 MFL1253 MFLA1253 MFLA1254 MFH1253 MFHA1253 MFHA1254
160A MFL1601 MFL1603 MFLA1603 MFLA1604 MFH1603 MFHA1603 MFHA1604
200A - MFL2003 - - MFH2003 - -
Terminal Capacities (Max) 120mm2 120mm2 120mm2 120mm2 120mm2 120mm2 120mm2

Dimensions (mm)

— A 35 105 105 140 105 105 140

5*% @ B 168 168 168 168 168 168 168
LB ‘ c 86 86 86 86 86 86 86
= = D 106 106 106 106 106 106 106
Weight (kg) app. 0.8 2.1 2.1 2.6 2.1 2.1 2.6

*19kA on 16A and 20A.

NOTE: Fixed trip F-Frame MCCBs can be supplied with 50°C ambient calibration.
To order, insert *X’ before the first digit of the list number eg. MFLX1253.



