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B Memshield 2 K frame MCCBs available in two ranges:
Standard Adjustable, Hi-break Adjustable

B Memshield 2 MCCB performance is assured through extensive design
& development in our own ASTA accredited test station

B Current limiting action of Memshield 2 MCCBs provides low values of
let-through energy

B Full information and time/current characteristics curves are available

MCCB DESCRIPTION STANDARD ADJUSTABLE HI-BREAK ADJUSTABLE

POLES 3 POLE 4 POLE 3 POLE 4 POLE

Utilisation category A A A A
Impulse withstand voltage 8kV 8kV 8kV 8kV
Adjustment
Thermal 0.8-1.0In 0.8-1.0In 0.8-1.0In 0.8-1.0In
Magnetic 6.0-12.0In 6.0-12.0In 6.0-12.0In 6.0-12.0In
BREAKING CAPACITY IEC60947-2/BSEN60947-2 (AC 50/60 HZ)
690V AC Teu (kA) 20 20 25 25
Ies (KA) 10 10 13 13
480V AC Teu (KA) 20 20 45 45
Ies (kA) 10 10 22 22
400V AC/ Teu (kA) 36 36 65 65
440V AC Ies (KA) 18 18 33 33
380V AC Teu (KA) 45 45 70 70
Ies (kA) 23 23 35 35
220V AC/ Teu (kA) 65 65 80 80
240V AC Ies (KA) 33 33 40 40
250V DC Teu (kA) 37 37 37 37

Ies (KA) 19 19 19 19
250A MKLA2503 MKLA2504 MKHA2503 MKHA2504
320A MKLA3203 MKLA3204 MKHA3203 MKHA3204
400A MKLA4003 MKLA4004 MKHA4003 MKHA4004
Terminal Capacities 240mm2 240mm2 240mm2 240mm2
Dimensions (mm)

e ﬂ A 140 183 140 183
B‘ @ m B 257 257 257 257
N oo g C 104 104 104 104

: = D 126 126 126 126

Weight (kg) approx. 5.4 6.8 5.4 6.8



