hager

125A Frame MCCBs

-~ 975 —> Description Technical data Thermal adjustment: 4P and 3P
~——74 The Hager range of MCCBs offer ~ Complies with - BS EN 60947-2 0.8-1, SP fixed.
= | panelbuilders and OEM’s, a wide  Current rating - 16, 20, Magnetic adjustment: fixed
| choice of options. The 125A 25,32,40,50,63,80,100 and 125A  Cable capacity - 70mm?, max
frame is available in 1,3 and 4 Voltage - 1P-230VAC 3 & 4P Bar width = 12mm?2
poles, with a breaking capacity 230/400VAC
of 16KkA, or 25kA. Short circuit capacity - ] For technical details
— T ., =100% see page 3.40 - 3.44
[
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Designation Current  Poles Icu Ics Pack CatRef. Cat Ref.
rating (A) kA % lcu  qty 16KA 25KA
MCCB 16 1 16 100 1 HD101 HH101
MCCB 20 1 16 100 1 HD102 HH102
MCCB 25 1 16 100 1 HD103 HH103
MCCB 32 1 16 100 1 HD104 HH104
MCCB 40 1 16 100 1 HD105 HH105
MCCB 50 1 16 100 1 HD106 HH106
HD105 MCCB 63 1 16 100 1 HD107 HH107
MCCB 80 1 16 100 1 HD108 HH108
e - Te MCCB 100 1 16 100 1 HD109 HH109
N ':.:.‘ MCCB 125 1 16 100 1 HD110 HH110
— MCCB 20-25 3 16 100 1 HD143U HH143U
H-- r MCCB 32-40 3 16 100 1 HD145U HH145U
== ;-_'I MCCB 50-63 3 16 100 1 HD147U HH147U
‘ :-l a®e
MCCB 63-80 3 16 100 1 HD148U HH148U
Al MCCB 80-100 3 16 100 1 HD149U HH149U
MCCB 100-125 3 16 100 1 HD150U HH150U
MCCB 50-63 4 16 100 1 HD167U
MCCB 80-100 4 16 100 1 HD169U
MCCB 100-125 4 16 100 1 HD170U
Non automatic 125 3 1 HC101
Non automatic 125 4 1 HC102
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